
The information provided here is representative of what can be found in each Merlo 
telehandler Operator's Manual. Except for a few symbols, the instrument cluster (C) is 
the same across newer Merlo telehandler models.

MEANING OF INDICATORS 
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INSTRUMENT PANEL (C) 

REFERENCE DESCRIPTION 

44 BATTERY CHARGE 
The alternator does not charge the battery. Contact your local 

Distributor or Dealer if the fault persists. 

45 ENGINE OIL PRESSURE LOW 

Immediately switch off the engine if the warning light is activated 

above 1000 rpm. Contact your local Distributor or Dealer for 

assistance. 

50 LOW-BEAM LIGHTS ON Refer to the CAB CONTROL chapter . 

51 HIGH-BEAM HEADLIGHTS ON Refer to the CAB CONTROL chapter . 

52 DIRECTION INDICATORS ON Refer to the CAB CONTROL chapter . 

53 ENGINE PRE-HEATING 
Activation is automatically managed by the engine based on the 

external temperature. 

55 CRAB STEERING ENGAGED Refer to chapter TRANSMISSION CONTROL. 

56 TURRET NOT ALIGNED Refer to the TRANSMISSION CONTROL paragraph. 

57 PARKING BRAKE ENGAGED 

Parking brake engaged. 

The activation of the indicator light when the parking brake is not 

engaged indicates that system pressure is lower than the 

minimum value. Contact your local Distributor or Dealer if the 

fault persists. 

58 
ENGINE COOLANT 

TEMPERATURE 

The green indicators indicate a permitted operating temperature. 

Red indicators indicate that the operating temperature is above 

the limit: In tis case, turn off the engine immediately. 
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59 FUEL LEVEL Indicates the amount of fuel in the tank. 

60 SPEEDOMETER Indicates the speed of the machine. 

63 TACHOMETER 
Indicates the engine rotation speed (rpm). The red zone indicates 

that the value is above the limit. 

87 ENGINE FAULT 
Turn off the engine immediately. Contact your local Distributor or 

Dealer for technical assistance. 

93 COOLANT TEMPERATURE 
The temperature of the engine coolant is over the limit. Turn off 

the engine immediately. 

96 TAIL LIGHTS ON Refer to the CAB CONTROL chapter . 

108 FUEL RESERVE Refuel as soon as possible. 

205 
TRAILER TURNING 

INDICATORS 
Not available for this model. 

225 UREA LEVEL (DEF) Indicates the amount of urea (def) in the tank 

246 
HOURLY FUEL 

CONSUMPTION 
Indicates hourly fuel consumption. 

247 

HOUR METER - PARTIAL TRIP 

METER 

TOTAL TRIP METER TIMER 

CLOCK 

Press the OK button to scroll the display and RESET data. 

248 GEAR ENGAGED Refer to chapter TRANSMISSION CONTROL. 

249 SELECTED TRAVEL DIRECTION Refer to chapter TRANSMISSION CONTROL. 

250 
EPD® MODE (MERLO ECO-

POWER DRIVE) 
Refer to chapter TRANSMISSION CONTROL. 
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